
accessories

BeCode miniPAD 
latchbolt lock with keyboard entry
Front: metal matt chrome Advantages at a glance:

• latchbolt lock with innovative burglary    
   protection 
•  installation possible for metal and for  
   wooden doors 
• outer housing entirely of metal  
   (Zamak) 
• wireless installation 
• individual laser marking possible 
• exterior emergency power supply 
• no external programming devices
   needed 
• extremely long lifespan thanks to
   innovative energy management 
•  TANmode and various operation  
   modes available 
• no keys or transponder required 
• master code possible  
• front-flush fit 
• access data can be read

article No. 7-1-0800 
with installation frame for door thickness 0,5 – 6 mm

article No. 7-1-0801
with installation frame for door thickness >6 - 19,5 mm

installation frame for door 
thickness 0,5 - 6 mm 

article No. 7-1-4009

installation frame for door 
thickness >6 - 19,5 mm 

article No. 7-1-4010

163270

countersunk screw DIN 7985

door thickness artikel No. installation frame screws artikel No. screws

0,5 - 2 mm 7-1-4009 M4 x 8 7-3-7985-408

>2 - 4 mm 7-1-4009 M4 x 10 7-3-7985-410

>4 - 6 mm 7-1-4009 M4 x 12 7-3-7985-412

>6 - 10 mm 7-1-4010 M4 x 8 7-3-7985-408

>10 - 14 mm 7-1-4010 M4 x 12 7-3-7985-412

>14 - 18 mm 7-1-4010 M4 x 16 7-3-7985-416

>18 - 19,5 mm 7-1-4010 M4 x 20 7-3-7985-420


